
MAIL TO:

STATE OF UTAH
DIVISION OF PURCHASING
3150 STATE OFFICE BUILDING, CAPITOL HILL
P.O. BOX 141061
SALT LAKE CITY, UTAH 84114-1061
TELEPHONE (801) 538-3026
http://purchasing.utah.gov

Invitation to Bid
Solicitation  Number:

Due Date:

Date Sent:

GL5007

10/19/04 at 2:00 PM
.
October 5, 2004

  

Goods and services to be

purchased:
TRUCK MOUNTED, 49.5 FOOT MINIMUM SHEAVE HEIGHT, DIGGER DERRICK, MOUNTED ON A
STERLING LT9500 54,000 GVW TRUCK.  TRUCK WILL BE PROVIDED

Must Complete
Company Name Federal Tax Identification Number

Ordering Address City State Zip Code

Remittance Address (if different from ordering address) City State Zip Code

Type 
        Corporation           Partnership          Proprietorship           Government

Company Contact Person

Telephone Number (include area code) Fax Number (include area code)

Company’s Internet Web Address Email Address

Discount Terms (for bid purposes, bid discounts less than 30 days will not be
considered)

Days Required for Delivery After Receipt of Order (see attached for any
required minimums)

The following documents are included in this solicitation: Solicitation forms, instructions and general provisions, and
specifications.  Please review all documents carefully before completing.

The undersigned certifies that the goods or services offered are produced, mined, grown, manufactured, or performed in Utah.
Yes_____ No_____.  If no, enter where produced, etc._________________________________________________

Offeror’s Authorized Representative’s Signature Date

Type or Print Name Position or Title



STATE OF UTAH
DIVISION OF PURCHASING

Invitation to Bid Solicitation Number:

Due Date:

GL5007

10/19/04

Vendor Name:  

Item# Qty Unit Description Unit Price Extension

1 1 each TRUCK MOUNTED, 49.5 FOOT MINIMUM SHEAVE HEIGHT,
DIGGER DERRICK, MOUNTED ON A STERLING LT9500 54,000
GVW TRUCK.  TRUCK WILL BE PROVIDED

$ $

Changes or modifications to procurement:
Any Modification to this procurement effort shall be made in writing by addendum issued by the State Division of Purchasing. Only authorized and
properly issued addenda shall constitute the official position of the State and shall be binding.  Anyone submitting a response to this solicitation,
with basis in or on other communication or information received from sources other than through official addendum, assumes full risk including
the possibility of a determination of non-responsiveness and may be rejected at the sole discretion of the State.
****
This is an Invitation to Bid, therefore, you may either hand deliver or mail in your bid response.  Bid responses that are faxed in will not be considered.

****
Questions regarding the specifications should be directed to Paul Rottmann @ (801) 965-4078.
****
With bid process questions (not related to the specifications) contact David Gill at (801)538-3254
****
Reference RX#:  810 56300000010
Commodity code: 06525

Ship To: Department of Transportation
Central Shops
4501 South 2700 West

FREIGHT CHARGES (if applicable) 

SHIPPING POINT AND ZIP CODE

SHIPPING WEIGHT

MODE OF TRANSPORTATION  (Please check one)          

  Q Small package/Ground           Q   LTL(Less than truck load)           Q  Truckload           Q  Air          Q Other (Please specify)     
                                                          NMFC Class #___________
                                                          NMFC Item #  ___________

TOTAL PRICE LESS FREIGHT (FOB Origin) $

TOTAL PRICE INCLUDING FREIGHT (FOB Destination) $



INVITATION TO BID - INSTRUCTION AND GENERAL PROVISIONS

1. BID PREPARATION:   (a)  All prices and notations must be in ink or
typewritten.  (b)  Price each item separately.  Unit price shall be shown and
a total price shall be entered for each item bid.  Errors may be crossed out
and corrections printed in ink or typewritten adjacent and must be initialed
in ink by person signing quotation.  (c)  Unit price will govern, if there is an
error in the extension.  (d)  Delivery time is critical and must be adhered to
as specified.  (e)  Wherever in this document an item is defined by using a
trade name of a manufacturer and/or model number, it is intended that the
words, "or equivalent" apply.  "Or equivalent" means any other brand that
is equal in use, quality, economy and performance to the brand listed as
determined by the Division of Purchasing & General Services (DIVISION).
If the vendor lists a trade name and/or catalog number in the bid, the
DIVISION will assume the item meets the specifications unless the bid clearly
states it is an alternate, and describes specifically how  it differs from the
item specified.  All bids must include complete manufacturer’s descriptive
literature if quoting an equivalent product.  All products are to be of new,
unused condition, unless otherwise requested in this solicitation.  (f)  By
signing the bid the vendor certifies that all of the information provided is
accurate, that they are willing and able to furnish the item(s) specified, and
that prices quoted are correct.  (g) This bid may not be withdrawn for a
period of 60 days from bid due date.  

2. SUBMITTING THE BID:  (a)  The bid must be signed in ink, sealed in a
properly-addressed envelope, and either mailed or delivered to the DIVISION
OF PURCHASING, 3150 State Office Building, Capitol Hill, Salt Lake City, UT
84114-1061 by the "Due Date and Time."  The "Bid Number" and "Due
Date" must appear on the outside of the envelope.  (b)  Bids,
modifications, or corrections received after the closing time on the "Due
Date" will be considered late and handled in accordance with the Utah
Procurement Rules, section R33-3-109.  (c)  Your bid will be considered
only if it is submitted on the forms provided by the state.
Facsimile transmission of bids to DIVISION will not be considered.
(d)   All prices quoted must be both F.O.B. Origin per paragraph 1.(c) and
F.O.B. Destination.  Additional charges including but not limited to delivery,
drayage, express, parcel post, packing, cartage, insurance, license fees,
permits, costs of bonds, or for any other purpose must be included in the bid
for consideration and approval by the DIVISION.  Upon award of the
contract, the shipping terms will be F.O.B. Destination, Freight Prepaid with
freight charges to be added to the invoice unless otherwise specified by the
DIVISION. 

3. SOLICITATION AMENDMENTS:  All changes to this solicitation will be
made through written addendum only.  Bidders are cautioned not to consider
verbal modifications.

4. PROPRIETARY INFORMATION:  Suppliers are required to mark any
specific information contained in their bid which is not to be disclosed to the
public or used for purposes other than the evaluation of the bid.  Each
request for nondisclosure must to be accompanied by a specific justification
explaining why the information is to be protected.  Pricing and service
elements of any bid will not to be considered proprietary.  Bids submitted
may to be reviewed and evaluated by any persons at the discretion of the
state.

5. SAMPLES:  Samples of item(s) specified in this bid, when required by
DIVISION, must to be furnished free of charge to DIVISION.  Any item not
destroyed by tests may, upon request made at the time the sample is
furnished, to be returned at the bidder's expense.

6. WARRANTY:  The contractor agrees to warrant and assume
responsibility for all products (including hardware, firmware, and/or
software products) that it licenses, contracts, or sells to the State of Utah
under this contract for a period of one year, unless otherwise specified and
mutually agreed upon elsewhere in this contract.  The contractor (seller)
acknowledges that all warranties granted to the buyer by the Uniform
Commercial Code of the State of Utah applies to this contract.  Product
liability disclaimers and/or warranty disclaimers from the seller are not
applicable to this contract unless otherwise specified and mutually agreed

upon elsewhere in this contract.  In general, the contractor warrants that: (1) the
product will do what the salesperson said it would do, (2) the product will live
up to all specific claims that the manufacturer makes in their advertisements, (3)
the product will be suitable for the ordinary purposes for which such product is
used, (4) the product will be suitable for any special purposes that the State has
relied on the contractor’s skill or judgement to consider when it advised the State
about the product, (5) the product has been properly designed and
manufactured, and (6) the product is free of significant defects or unusual
problems  about which the State has not been warned.  Remedies available to the
State include the following: The contractor will repair or replace (at no charge to
the State) the product whose nonconformance is discovered and made known
to the contractor in writing.  If the repaired and/or replaced product proves to be
inadequate, or fails of its essential purpose, the contractor will refund the full
amount of any payments that have been made.   Nothing in this warranty will be
construed to limit any rights or remedies the State of Utah may otherwise have
under this contract.

7. DIVISION APPROVAL:  Purchase orders placed, or contracts written, with
the state of Utah, as a result of this bid, will not to be legally binding without the
written approval of the director of the DIVISION.

8. AWARD OF CONTRACT:  (a)  the contract will to be awarded with
reasonable promptness, by written notice, to the lowest responsible bidder that
meets the specifications.  Consideration will to be given to the quality of the
product(s) to be supplied, conformity to the specifications, the purpose for
which required, delivery time required, discount terms and other criteria set forth
in this invitation to bid.   (b)  The bids are opened publicly in the presence of one
or more witnesses.  the name of each bidder, and the amount of the bid is
recorded.  Each bid, and the record, is open to public inspection.  (c)  The
DIVISION may accept any item or group of items, or overall low bid.  the DIVISION
has the right to cancel this invitation to bid at any time prior to the award of
contract.  (d)  The DIVISION can reject any and all bids.  And it can waive any
informality, or technicality in any bid received, if the DIVISION believes it would
serve the best interest of the State.  (e)  Before, or after, the award of a
contract the DIVISION has the right to inspect the bidder's premises and all
business records to determine the holder's ability to meet contract requirements.
(f)  DIVISION does not guarantee to make any purchase under awarded
contract(s).  Estimated quantities are for bidding purposes only, and not to be
interpreted as a guarantee to purchase any amount.  (g)  Utah has a reciprocal
preference law which will to be applied against bidders bidding products or
services produced in states which discriminate against Utah products.  For
details see Section 63-56 20.5 -20.6, Utah Code Annotated.

9. ANTI-DISCRIMINATION ACT:  The bidder agrees to abide by the
provisions of the Utah Anti-discrimination Act, Title 34 Chapter 35, U.C.A. 1953,
as amended, and Title VI and Title VII of the Civil Rights Act of 1964 (42 USC
2000e), which prohibit discrimination against any employee or applicant for
employment, or any applicant or recipient of services, on the basis of race,
religion, color, or national origin; and further agrees to abide by Executive Order
No. 11246, as amended, which prohibits discrimination on the basis of sex; 45
CFR 90 which prohibits discrimination on the basis of age, and Section 504 of the
Rehabilitation Act of 1973 or the Americans with Disabilities Act of 1990, which
prohibits discrimination on the basis of disabilities.  Also bidder agrees to abide
by Utah's Executive Order, dated March 17, 1993, which prohibits sexual
harassment in the workplace.   Vendor must include this provision in every
subcontract or purchase order relating to purchases by the State of Utah to
insure that the subcontractors and vendors are bound by this provision.

10. DEBARMENT:  The CONTRACTOR certifies that neither it nor its principals
are presently debarred, suspended, proposed for debarment, declared ineligible,
or voluntarily excluded from participation in this transaction (contract) by any
governmental department or agency.  If the CONTRACTOR cannot certify this
statement, attach a written explanation for review by the STATE.

11.  GOVERNING LAWS AND REGULATIONS:  All state purchases are subject
to the Utah Procurement Code, Title 63 Chapter 56 U.C.A. 1953, as amended, and
the Procurement Regulations as adopted by the Utah State Procurement Policy
Board.  These are available on the Internet at www.purchasing.utah.gov 



 (Revision 14 Mar 2003 - IFB Instructions)



 
1 

State of Utah 
               Digger Derrick 
PUBLICATION 
This specification is a product of the Utah Department of Transportation, hereinafter referred to as STATE.  
STATE does not assume nor accept any liability when this specification is used in the procurement process by 
any other entity which is not an agency of the State of Utah. This bid will result in one unit being purchased. 
 

PART I: GENERAL CLAUSES AND CONDITIONS 
 
1. The equipment furnished under this specification shall be the latest improved model in current 

production, as offered to commercial trade, and shall be of quality workmanship and material. The 
supplier represents that all equipment offered under this specification shall be new.  DISCONTINUED 
MODELS ARE NOT ACCEPTABLE. 

 
2. Supplier shall submit, with the bid, in duplicate, the latest detailed specifications for the offered 

equipment. Supplier should submit the latest literature; the literature is for informational purposes only. 
 
3.  The unit shall be completely assembled and adjusted. All equipment, including standard and supplemental 

equipment, unit shall be serviced and ready for continuous operation. 
 
4.  All parts not specifically mentioned, but are necessary for the unit to be complete and ready for operation, 

or which are normally furnished as standard equipment, shall be furnished by the supplier. All parts shall 
conform in strength, quality and workmanship to the accepted standards of the industry. 

 
5.  The unit provided shall meet or exceed all Federal and State of Utah safety, health, lighting and noise 

regulations and standards in effect, and which are applicable to equipment furnished, at the time of 
acceptance. 

 
6. It is the intent of STATE to purchase goods, equipment and services having the least adverse 

environmental impact, within the constraints of statutory purchasing requirements, departmental need, 
availability, and sound economical considerations. Suggested changes and environmental enhancements 
for possible inclusion in future revisions of this specification are encouraged. 

 
7.  STATE encourages all manufacturers to comply, voluntarily, with the Society of Automotive Engineers 

(SAE) recommended practices. 
 
8.  Measurements will be given in the English system. 
 
9. Requests for exception(s) to this specification must be submitted, by fax to Paul Rottmann (801) 965-

4073, not later than five business days prior to the bid date. Addenda will be issued to all known bidders 
and posted on the Utah State Purchasing website, www.purchasing@utah.gov. Exceptions shall no t be 
granted to requests made after this deadline. 

 
10. Failure to provide and comply with Part I of bidder submitted specifications will result in bid(s) being 

declared non-responsive. 
 

PART II, GENERAL SPECIFICATIONS 
 
1.  SCOPE:  

This specification describes truck mounted 49.5-foot minimum sheave height digger derrick mounted on a 
Sterling LT9500 54,000 GVW. Items include: setback front axle, tandem rear axle. 138” CT, trailer air 
circuit and seven-way circuit run to the rear of chassis, and a RTLO (F) Fuller 14913A transmission, and 
six auxiliary switches wired to a cab mounted junction box. 

 
2. NOTICE TO BIDDERS: 
 Bidders are cautioned to read the specifications carefully, as there may be special requirements not 
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commonly offered by the equipment manufacturer. Bidders are cautioned that units delivered to the FOB 
points, which do not meet specifications in every aspect will not be accepted. 

 
3. Pilot Review 
 

Pre-build pilot review at Utah Department of Transportation location within 10 days after bid has been 
awarded. Pre-paint inspection at vendor location when unit is approximately 85° complete, Vendor to 
supply transportation and all related expenses for two (2) UDOT representatives to inspect unit at 
manufacturer facility before final paint.  

 
   PART III, DETAILED SPECIFICATIONS, DIGGER DERRICK.
1. Sub-frame 
  

1.1 The mounted equipment shall be supported by a full- length sub-frame, which shall be attached to 
the truck chassis. 

 
1.2 The sub-frame structure shall be independently capable of supporting all loads transmitted by the 

mounted equipment. 
 

1.3 The sub-frame shall include four (4) integral outriggers. 
 

1.4 The derrick pedestal shall be located on the sub-frame so that the truck is balanced adequately for 
the reasonable load capacity with its GVWR. 

    
  2 HYDRAULIC DIGGER DERRICK 
 
  2.1 The hydraulic rotating derrick, with the turret winch, shall be mounted behind cab. 
 
  2.2 Capacities (lb) shall be specified (bare boom):    
 
  Boom Angle   Fully Retracted  2nd Ext.    2nd & 3rd Ext. 
 
  80 degrees   30,000     20,600    15,000 
  0 degrees    5,500      2,900      2,050 
  10 ft. radius    13,880     12,240    11,600 
 
  2.3. Load radius : 
  2.3.1 Minimum shall be 31.1 ft from centerline of rotation at 0 degrees with second section extended. 
 

2.3.2 Minimum shall be 40 ft from the centerline of rotation at 0 degrees with second and third              
sections extended.  
 
2.4 Boom Elevation: 

  Shall be from +80° to −20°. 
 

2.5 Sheave Height:  
  With booms fully extended, minimum shall be 49.5 ft at 80 degrees. 
 
  2.6 Digging Radius: 
  Boom at 0° shall be from 18.7 ft to 28.7 ft. 
 

2.6 Lift Cylinder: 
  Lift cylinder shall be provided with self-aligning steel swivel bushings and holding valves.  
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  3.Tower: 

Tower shall be of welded-strength construction. Shall be designed with access holes for maintenance 
of hydraulic plumbing.                                                                                                                                                                     
 
4. Turret: 
Shall be welded steel fabrication. 
 
5. Rotation 
Planetary-gear rotation drive powered by a reversible hydraulic motor to provide continuous and 
unrestricted rotation in either direction. 
 
6. Hydraulic Oil Reservoir: 
A 50 gallon hydraulic reservoir shall be provided and located in the cargo area and include a 100 
mesh filter screen, baffles, outer-filter screen, 10 micron cartridge type return line filter, clean out 
access hole and dipstick. 
 
7. Booms: 
7.1 Main, fabricated box boom, constructed of high-strength steel designed to store hydraulically 
extended section boom shall be provided.  
 
7.2 Second section fabricated box boom, constructed of high-strength steel, hydraulically extended 
with approximately 13 ft travel in/out shall be provided. 
 
7.3 A hydraulically extended third section, filament wound fiberglass or centrifugal cast fiberglass. 
 
8. Hydraulic System: 
Shall have a 50-gallon minimum hydraulic tank with filters, screens, and shut off valve on suction 
line. Filters must be able to be changed without draining the tank. Hydraulic system must be Open-
center. To have hydraulic hose and fittings designed for proper operation. No black or galvanized 
pipe allowed. 
 
9. Power Take Off. 
A 6-bolt power take off (PTO), full pressure oiled, with cab control, flange mounted to drive specified 
hydraulic pump, shall be provided.  
 
10. Winch: 
    
10.1 Turret-mounted self-locking, high torque worm gear winch equipped with oil brake with 15,000 
lb capacity and a drum diameter not less than 10.5 in with provisions for synthetic rope shall be 
provided. 
 
10.2 Two part line attachment-include one shackle, pin and klik pin shall be provided. 
 
10.3 1-1/8 in diameter Spectron II, stable braid with an eye splice on both ends shall be provided. An 
8.5-ton swivel hook shall be provided.  
 
11. Controls  
 
11.1 Controls shall be radio controls, wireless, to include all of the following functions in a dual 
joystick design: Boom raise/lower, intermediate boom extend/retract, and upper boom extend/retract 
and boom rotation. To be fully proportional and incorporate safety enabling lever which must be 
depressed for the control to activate. 
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11.2 A glycerin filled pressure gauge shall be provided to monitor system pressures. 
 
11.3 Battery charger for the remote controls to be installed in cab and to be wired direct to battery. 
(Not through ignition switch).  To include extra battery for backup. 
 
12. Throttle control. 
Shall be provided to control chassis engine speeds during operation of derrick located in the radio 
controls module. 
 
13. Top controls: 
 
13.1 Main module functions provided along with winch, and digger operations. 
 
13.2 Engine stop/start and manual throttle advance shall be provided at the top controls. (In control 
mode) 
 
13.3 Controls to be mounted below rotation and turret. 
 
14. Hydraulic Digger: 
A 12000 ft-lb digger planetary gear drive powered by a reversible hydraulic motor shall be provided. 
Auger storage bracket with self-latching auger catch, hydraulic activated auger release, safety pin, 
auger roll up cable. Digger hanger shall be equipped with automatic pick-up and transfer protection 
system. 
 
15. Auger: 
Two (2) 12” Model 12MRR10460 rock auger (or approved equal) with a 7 ft stem and 5 ft of flight 
equipped with case hardened teeth shall be provided. 
 
16. Fiberglass Personnel Basket: 
Fiberglass baskets to include (2) two 24 in x 24 in deep baskets. Platforms to be hydraulically leveled 
with inside/outside step. Attaching hardware and safety belt with lanyard to provide comfortable 
working height of 50 ft shall be provided.  
 
17. Oil Shut-Off Valve Kit 
Oil shut off kit shall be provided for oil shut off during maintenance. 
 
18. Stabilizers  
 
18.1 One set of Super Duty A Frame primary outriggers shall be provided and mounted directly 
behind tower and control valves. 
 
18.2 One set of heavy duty modified A-frame auxiliary outriggers shall be provided and mounted 
under frame and rear axle with control valves located in rear apron.  
 
18.3 Outrigger controls shall be mounted at the rear corners of platform to allow operator to observe 
outrigger placement. 
 
18.4 Unit must have sub-frame of adequate construction to provide anti-twisting action to the chassis 
and body. Manufacturer standards. 
 
18.5 Four outrigger pads 24” x 24” x 2-1/4”consisting of laminated plywood shall be provided. 
Outrigger pad holders shall be provided for convenient storage or outrigger pads near outriggers.   
 
19. Body 
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19.1 A special model 138-steel body including front compartment, shall be furnished to store tools 
and supplies. Its dimensions shall be 96 in x 228” long x 60” high in front compartment x 18” deep. 
Body shall be constructed of 3/16”, 4-way safety plate floor, with 3” channel cross-members spaced 
at 18”. Doors shall be 18-gauge A-60 Galva Neal allow metal. Body metals shall be A-60 Galva Neal 
alloy. 
 
Compartmentation 
 
19.2 vertical doors to be equipped with spring retainers to hold doors open. Horizontal compartments 
shall be equipped with gas struts and opens upwards.  
 
19.3 Four flush mount D-rings must be mounted in cargo area of bed for securing loads. 
 
19.4 All door latches to be rotary latching style slam latches. 
 
19.5 1st vertical compartment street side to be approximately 38” wide x 60” high x 18” deep. 
Shall have three adjustable shelves with four adjustable dividers per shelf. To have two full- length 
barn style doors.  
 
19.6 2nd Vertical compartment street side to be approximately 22” wide x 60” high x 18” deep. To be 
vented, reinforced floor and have all hardware needed to hold and secure gas bottles and hoses. To 
include retractable hose reel for oxygen acetylene hose. 
 
19.7 Horizontal compartments street side to have 3 horizontal compartments along street side. 
Compartments to be approximately 36” long x 23” high x 18” deep and have (4) four dividers per 
shelf. The wheel-well fenders shall be supplied for both sides. 
 
19.8 1st vertical curbside to be approximately 38” wide x 60” high x 18” deep. The transverse shelf 
extending with the width of the compartment and bed. Open height to be equal to spacing between 
compartment top and sub-frame. Drawer unit to be supplied in the bottom of compartment, with 250# 
cap slides. To be approximately 36” wide x 34” high x 18” deep with top shelf. The cabinet shall have 
a drawer unit with one 7”, two 5” and five 3” drawers. 250 lb capacity ball bearing slides. 
 
19.9 2nd vertical compartment curbside, 22” wide stairs to platform, to be constructed of tread-plate 
steel and have non slip coating applied. To include handrail. 
 
19.10 Rub rail to have 3” lip and shall extend from the floor between stair section and rear horizontal 
compartment on curbside. 
 
19.11 Tailgate to be drop in style, wood construction with channel slots on street side and curbside 
rear horizontal compartments. 
 
20. Rear work area 
 
20.1 Approximately 28” behind rear cabinets-open bed to extend downward at rear to a full 12” long 
stepping area. Stepping area to be covered with expanded metal for traction. To have inverted (U) 
shaped pool type handrail on each side. 
 
20.2 To have anti-sail mud flaps. To include (2) 20# fire extinguisher, all legal lights and all safety 
items required. 
 
21. Electrical 
 



 

 
6 

Lighting and reflective package include reflectors, marker lights, 3-lamp indentification cluster, and 
backup lights shall be provided and shall meet Federal Regulation #108. Side markers shall be Dietz 
2-94 series or dimensionally interchangeable. All reflectors shall be Dietz 8-86 series or 
dimensionally interchangeable. Lighting to include “Wig-Wag” type strobe light installed in the rear 
of the platform body and in the front park lights. To have separate power supply and have switch 
inside cab. 
 
22. Rear Hitch 
 
22.1Vendor to finish hook-ups of glad hands and seven way electrical connector 
 
22.2 Install pintle hitch Premier Model 1345NT 30,000 lb. capacity hitch on HD buck plate 
mounting. To be braced to truck frame.  
 
22.3 Safety chain and “D” rings (pair) shall be provided. 
 
23. Paint 
Paint to match a Sterling Truck Model # LT9500 (white). 
 
        PART IV OPTIONS  

 
 4.1- EXTENDED WARRANTY 3 YEARS     OPTION PRICE $____________________  
 
 4.2 -EXTENDED WARRANTY 5 YEARS  OPTION PRICE $_____________________ 
 
 4.3 -JIB WITH ACCESSORIES    OPTION PRICE $_______________________ 
 
 4.4  -TRANSFER BOOM FLARES   OPTION PRICE $______________________ 
 
 4.5- OUTRIGGER INERLOCK   OPTION PRICE $______________________ 
 
 4.6- PLATFORM COVERS   OPTION PRICE $______________________ 
 
 4.7-PLATFORM LINERS    OPTION PRICE $______________________ 
 
 4.8- SYSTEM OVERLOAD PROTECTION  
 TO INCLUDE THE FOLLOWING: 
 -HYDRAULIC OVERLOAD PROTECTION 
 -SIDE LOAD PROTECTION 
 -BOOM STOW PROTECTION 
 -AUGER STOW PROTECTION 
 -DIGGER TRANSFER PROTECTION 
 -POLE GUIDE INTERLOCKS 

OPTION PRICE $______________________ 
 
                                    
                                                             PART V DELIVERY REQUIREMENTS 
 

5.1 Delivery shall be within 90 days after receipt of order. At State's option, an extension may be 
granted, whichever is in State’s best interest. Unless a delivery extension is granted for acceptable 
reasons due to circumstances beyond the vendor's control, liquidated damages of $50.00 will be 
deducted from the invoice for every working day after the expiration of the number of days 
shown on the purchase order until the units are delivered. This provision is not intended as a 
penalty but as liquidated damages. 

5.2 Delivery shall be at no additional charge for locations within a fifty (50) mile radius of the State 
Capital building. 
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5.3 DOCUMENTATION 

 
5.3.1 Delivery must include Supplier's Invoice, a Copy of Warranty(s) and an Operator’s 

Manual for unit. 
 
5.3.2 Delivery must also include three (2) complete sets of parts lists, and three (2) sets of 

shop (repair) manuals at no additional charge. 
 

5.4 ACCEPTANCE 
 

5.4.1 All equipment ordered with this request will be subject to acceptance inspection and 
performance testing upon receipt. 

 
5.4.2 Acceptance inspection and performance testing will not take more than five working 

days, weather permitting. 
 

5.4.3 The vendor will be notified within this time frame of any units that do not comply 
with the purchase order specifications.  

 
5.4.4 If any units are canceled for non-acceptance, the needed equipment may be 

purchased elsewhere and the vendor may be charged full increase, if any, in cost and 
handling. 

 
 

5.5 PAYMENT  
Invoices will not be approved for payment until all of the required spare parts, filters, 
documentation and manuals have been received and the equipment has been accepted. 

 
6.0 TRAINING 

 
6.1 INSTRUCTION ON SAFETY, OPERATION AND MAINTENANCE: The vendor shall provide 

the services of a competent, factory-trained, technician thoroughly trained in the use and 
operation of the units offered to STATE. 

 
6.2 Vendor shall provide instruction on safety, operation and preventive maintenance of the units, 

after the units have been delivered and is ready for operation but prior to payment. The 
instruction shall include a full demonstration of all units’ functions on the unit(s) delivered. 
Instruction shall identify potentially hazardous situations when working.  

 
6.3 LESSON PLAN: The supplier shall furnish a copy of the unit’s manufacturer’s approved lesson plan for the 

instructional training required, within 30 days after award of the purchase order.  The lesson plan may be 
taken from the operator’s manual, provided all necessary information and included the following: 

 
6.3.1 Operator training  will be designed to familiarize personnel with operation characteristic and 

operator checks of the new equipment, to include:  
6.3.2 Operating procedures per operating manual. 
6.3.3 Break-in procedures. 
6.3.4 Equipment limitations. 
6.3.5 Operator maintenance. 
6.3.6 Before operations checks and lubrication. 
6.3.7 Safety. 
6.3.8 Cold weather operations. 
6.3.9 Welding on equipment. 
6.3.10 Lifting or transporting. 
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6.3.11 Instruments and controls. 
6.3.12 Gauge interpretation. 
6.3.13 Equipment operation, Do’s and Don’t. 
6.3.14 Mechanic training shall be designed to familiarize service and repair technicians with service 

checks ant techniques, adjustments, and any unique requirements associated with the entire unit. 
 

 
 
 
 


